PRIMING THE Biacx Berkey™ PURIFICATION ELEMENTS 


The micro-pores within the Biack Berkey™ purification elements are extremely 
small, in fact they are small enough to filter food coloring from water. The benefit from 
having such extremely small pores is that an exponential increase is realized in the 
efficiency at removing viruses, pathogenic bacteria and other waterborne contaminates. 
Water tension may require that the purification elements be primed in order to flow 
properly. 

Water tension is higher in certain parts of the country and can change from season to 
season. The higher the water tension, the more difficult it is for the water, using gravity 
prassure alone, to force the air from the micro-pores of a new element. Priming your 
purification elements forces the air from the micro pores of the element. 


Notes when traveling: When using the system in an area where treated water is not 
available, we recommend that the user bring along a bottle of clean water ora Sport 
Berkey™ filtration bottle to prime the purification elements. Using bottled water, have 
one person hold the element, with the priming button attached and facing upward. Have 
a second person press the mouth of the bottled water against the priming button and 
squeeze until water is forced through the entire exterior wall of the element and it begins 
to sweat beads of water. Alternatively, aSport Berkey™ filtration bottle can be 
used to prime the elements by inserting the straw into the hole in element stem (with or 
without using the priming button) and then with the stem of the Biacx Berkey™ 
element facing up, squeeze the Sport Berkey™ filtration bottle until water is forced 
through the entire exterior wall of the element and it begins to sweat beads of water. 

Do not discard priming button after purification elements have been primed. Re-prime ~ 
elements after cleaning (see maintenance instructions) and when elements have been 
allowed to dry for a prolonged period of time. 
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5) Rinse process dust from exterior of purification element. The 
element has now been successfully primed. Repeat steps 1 - 5 2/2 
for each additional element. 
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